
þÿ�4�

(Typ.)

M
in

.

DATE: OFFICE OF BRIDGE DEVELOPMENT

STATE HIGHWAY ADMINISTRATION

DEPARTMENT OF TRANSPORTATION

STATE OF MARYLAND

STANDARD NO. SHEET OF

SHA FHWA

REVISIONS

APPROVAL

FHWA APPROVAL

DATE:

SECTION C-C

SECTION D-D

4
’’

c

c

þÿ�S�c�a�l�e�:� �1���

þÿ�S�c�a�l�e�:� �1���

þÿ
�2

�
3

’’

 

 

Bottom of deck

 

þÿ�6�’�’� �x� �4

support angle

 

 

Exterior face of 

stringer web

4’’

min.

Backwall

 

 

 

 

þÿ
�2

�
þÿ

�1
 þÿ�1�

þÿ�6�’�’� �x� �6�’�’� �x�  &

clip angle. Bolt to support

angle and existing stringer

þÿ�w�e�b� �u�s�i�n�g� ���’�’� 

þÿ���’�’� � � �e�x�p�

with minimum working load

tension of 2000 lb. (Typ.)

4’’

min.

þÿ�L� ���’�’� � � �t�

grouted 4’’ min. Located

6’’ from end of support

angle (Typ.)

þÿ�N�e�w� �6�’�’� �x�

support angle

þÿ &�’�’� 

clamp plate (Typ.) Catch basin

þÿ�L� ���’�’� � � �

weld bolt head to

angle prior to

galvanizing. (Typ.)

Backwall

 

 

 

 

þÿ &�’�’� 

clamp plate

 

 Bead of silicone sealer

þÿ &�’�’� �x� �2�’�’� �c�l�a�

þÿ�t�o� �m�a�t�c�h� �6�’�

support angle

 

Bead of silicone sealer

þÿ�N�e�w�  ��’�’� �t�

þÿ�N�e�w�  ��’�’� �t�

DIRECTOR

OFFICE OF BRIDGE DEVEL.
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11/14/95

1-23-97

9-15-98

1-22-01

DRAINAGE TROUGH DETAIL AT ABUTMENT

FOR EXISTING STRUCTURE

BR-SR(0.06)-95-309


